


TOA WallTex

Special Pattern & Texture Paint
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TOA Walltex is a decorative texture paint to create
various patterns on surface for beauty, attractiveness
and uniqueness with easy application. It is excellent
adhesive, durable, weather resistance and long - Minimize top coat usage
lasting. It helps covering up uneven surface, and

good for both exterior and interior.

Line ahandu 8432 Stream aneaasuy 8455 Strom areaasou 8504

Spot anglduan 8467 Orange peel &18NAL 8546 Dent agiaun 8559

Hunama: Anisoowarithnoosil owlmsnenaiRdounINdns ILeLhroudbBoansnibrdosomnbucuddeoene Tarraus TOA Tnathuaru Remark: Colors on screens might differ from TOA Fandeck
due to factors like lighting and device settings. To ensure accuracy, double-check with the shop that have TOA color sample boards or sample models around your location.



Mount (S) araUaoalan Mount (L) anadaoslncy

Press (L) anathalknd

Spiral ahgou 8639 Sandstone argKuUNsYe 8527
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Special Pattern & Texture Paint
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TOA WALLTEX is a decorative texture paint to create various pattern on surface for beauty, attractiveness and unigueness with easy application, It

xcellent adhesive,

durable, weather resistance and long — lasting. It helps covering up uneven surface, and good for both exterior and interior

System

Surface Type Product

Old Surface Primer coat TOA Quick Primer
TOA Walltex
Mount Pattern (L)
Pressed Pattern (L)
Mount Pattern (S)
Pressed Pattern (S)
Spot Pattern

Texture Coat
Orange Peel Pattern,
Dent Pattern, Stream Pattem,

Strom Pattern

New Surface

Line Pattern

Sandstone Pattern,
Spiral Pattemn

Middle Coat TOA Quick Primer

S

* Texture surface that is not smooth will result in less coverage compa

Coverage
Application

Brush, Roller, Spray Gun 120 - 150

Texture Multi
Purpose Spray Gun &
Air Compressors

3 hp.

Texture Roller

Texture Roller & Bloom 10

Trowel 10

Brush, Roller, Spray Gun 100 - 120*

Brush, Roller, Spray Gun 100 - 120*

(Sq.m./drum (26 kg.)/ coat)

B normal surface
No of Coat Drying Time

1 Coat

8 - 24 hrs.
1 - 2 Coats (At film thickness

800 microns)

1 Coat

2 Coats 2- 3 hrs.

New Surface Surface must be clean, dry, free from efflorescence, oil and dirt, Leave it surface dry for 28 days, or until the appropriate humidity level is less than 14%.

and 80% respectively.

0ld Surface Scrape all dirt and poorly adhering. Wipe all fungus and mould growth area with water. Then leave the surface dry and apply TOA 113 Microkill for 1 coat.
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TOA PAINT (THAILAND) PUBLIC COMPANY LIMITED

5 Sub-District, Bargeacihorg District,
Samutprakan 10570, Thailand, Tel : +88 ({0} 2535 5885 Fax - +£4.(0) 2312 8927






