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TOA FIBERSTAIN ULTIMATE is 100% authentic acrylic water-based paint which composed of premium grade acrylic emulsion . The properties of this product are excellent UV and weathering resistance, high flexibility,
good waterproof, good scrub resistance, good adhesion on fibercement and solid wood. e Inhibit fungal growth on surface. ® Lead and Mercury free. ® Low odor and low Volatile Organic Compounds. e Easy to wash
and clean.

msias rface Preparation

wuwalwivesBiwudlni na: 1lku New Fibercement and New Solid Wood

o I3ns:0unsie flolo dloas VoS 240-320 JAICGDWUNIDUISHUEIE e Use TOA DSC Abrasive Paper No. 240-320 to sand the wood surface until smooth.

o aalUsowian la:chrtuuludos flolo o:ASaN Walaos n8o daqealURInuaL o Fill all wood crack and hole using TOA Acrylic Filler (or suitable filler).

° Tbns anse flolo Gloas 1uos 320-400 JallcibWUWIDUISEUITEU e Use TOA DSC Abrasive Paper No. 320-400 to sand until the smooth surface is obtained.
o 1BarhAcWa:1aPUIGWUWORIKDIA:USIADINWU e Clean the surface until dry and no dust remain.

WuwalwiuesBiuudin na: i Old Fibercement and Old Solid Wood

o I3ns:anunsne filolo dioad 1uos 120-240 uaaonalmoonmnwuwo e Use TOA DSC Abrasive Paper No. 120-240 to remove old paint film.

. 1bns aunshy flolo GioaB 1uos 240-320 JaICOWUWIDUISHUEDE e Use TOA DSC Abrasive Paper No. 240-320 to sand the wood surface until smooth.

o MWuUWoTIBos1 8o alasth TRrhnowa:onados Alolo 113 TulasAa o If the surface has fungus or moss, clean the surface using TOA 113 Microkill.

o aallUsosian la:chrtuuliidos Alolo o:ASaN Walaos KSo JaqaalUninu:ay o Fill all wood crack and hole using TOA Acrylic Filler (or suitable filler).

. 1bns aunse flolo dioal 1uos 320-400 JalcowWuwodUISBUITEU e Use TOA DSC Abrasive Paper No. 320-400 to sand until the smooth surface is obtained.
. ||:0mﬂ:>1ua.mqou1awuwon||h\)||a.Usmmnvs(u e Clean the surface until dry and no dust remain.

Primer

Fibercement

® Apply 1 coat of TOA Fibercement Primer No. T1000 or TOA Fiberstain Ultimate Primer
#CREAM or #GRAY.

Solid Wood

o If the solid wood has Tannin, apply 1 coat of TOA Aluminium Wood Primer No. G1601.

e Apply 1 coat of TOA Undercoat White No. G1600.

Topcoat
e Apply at least 2 coats of TOA FIBERSTAIN ULTIMATE or TOA FIBERSTAIN ULTIMATE

DeckingStain.
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o Miudeno TRmdoa Alolo o:aliteu Ja wsiues 1wos G1601 Fauou 1 Aeo

o msopwudoa Alolo duiaesian Tori wWos G1600 Fudu 1 1R8d
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o NNUKUndog filolo Twiuosaiau Sadiun §IKSUWUD KSo filolo Wiuasalau
Sadiun 1aanvalau dHSUWU ogblos 2 IRYD
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Primer

Fibercement

® Apply 1 coat of TOA Fibercement Primer No. T1000 or TOA Fiberstain Ultimate Primer
#CREAM or #GRAY.

Solid Wood

® No primer required. If the wood has Tannin, clean the surface with alcohol or thinner
until there is no tannin coming up on the surface.

Topcoat

® Apply 2-3 coats of TOA FIBERSTAIN ULTIMATE or TOA FIBERSTAIN ULTIMATE
DeckingStain Transparent.

e For solid wood, before topcoat any layer, TOA DSC Abrasive Paper No. 320-400 are
recommended to sand the surface which improve adhesion and smooth the surface.
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Jadlun 1aanNbalau dHSuwu stalusoran 2-3 Aeo
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Transparent
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i P Us:nnd anuru:wWaua as.u./na./Ingd Ap‘plication dasrdouwaureulsoiu Drying Time
S:iInnyovwun : Coverage sq.m/ iluti S = =
Type Film Appearance T 4 y . Tools Rilition IIKD&UWA 11RO MAU
gallon/coat "
Cz) Touch Dry | Recoat Time
=
< 3
= fiunao : A 30-40 i
g Opagque : Semi Gloss 35-45 30-40 minutes
e
=z DIUWUD
= Wall
S i
1= uspoliao : diu,i;
% Transparent : Matt,Gloss 40-50 R
o IUsD,annav, wauul 5-15% 20-30 A 1-2 521ub
m Uuwu Tosusnas 20-30 minutes | 1-2 hours
2 Brush,Roller, Mix with Water 5-15%
c . R Spray Gun by Volume
=] Tusonao : du,im
E Transparent : Matt,Gloss 40-50
2 WU
% Decking
=1
D fiunao : Aoy 3545 30-40 unfi
Opaque : Semi Gloss 30-40 minutes
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2. ANIIUKSoooUYELWAUALTATUSDIEDTUSEAUEIALUUODBUMIU Ia:uoUIRERM Iu:UhKMuUBUDUIANT IWoQIa0dnouISUDUUUWUADSD
3. 1PaKPIUSEAUWURMDIU, MSs:U8oI1MA 15TQ Ia:11sQaBUYOLBULIU
Remark 1. The coverage value depends on the application methods, absorbency of the substrate and amount of water used for mixing.
2. Deepness or lightness of transparent film depends on original color of substrate and number of coating layer. Recommended to apply on small pieces of substrate until you get the desired color before applying to the actual area.
3. Drying time depends on work area, ventilation, type and absorbency of the substrate.
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